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MEMORANDUM REPORT 



for the 

Army Air Forces, Materiel Command 
MISASUREMENTS OP THE FLTING OTALITIES OP . 
A BELL P^39D-1 AIRPLANE (A.A.P, No. 41-28378) 
By Hayold I, Johnson, C, J. Liddsll, and H. Hoover 



INTRODUCTION 



At the request of the Army Air Forces^ Materiel Com- 
mand, a flight . investigation of the flying qualities of 
a standard Bell P-59D-1 airplane was made by the NACA 
at Langley Field, Va. The tests were conducted during 
February and March of 1943 and consisted of 21 flights 
requiring a total flying time of approximately 23 hours. 
The present report is a summary covering all data obtained 
in the flying-qualities investigation. 

The flight program, in. general, was ?irranged in 
accordance with that suggested in the Army Air Forces 
stability and control requirements (reference 1). For 
convenience of the reader, the various items of sta- 
bility and control investigated are given in the order 
of their presentation in reference 1» 



AIRPLAITE 



The Bell P-39D-1 airplane is a singlerplace, single ~ 
engine, full-cantilever, low-wing, pursuit-type airplane 
having partial-span, split-trailing-edge type landing 
flaps and a retractable tricycle-type landing gear. Con- 
struction is of metal except for the fabric coverinr^ on 
control surfaces. Power is supplied by ;an Allison V- 1710-35 
engine mounted below and behind the pilot's compartment 
and is transmitted to the propeller by an extension shaft 
running to a reduction gear box in the nose of the airplane. 
Armament consists of two 30-caliber guns in each outer wing 
panel, two 50-caliber gvxxs on the cowl, and a 20-millimeter 
cannon firing - through the propeller hub.' Photographs 
showing general views of the airplane are reproduced in 
figures 1, 2, and 3, . respectively. A three-view drawing 
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of the airplane is shown In figure h together with cross- 
sectional outline of each aerodynamic surf ace. Physical 
dimensions of the airplane, airplane weights, and engine 
power ratings are llisted In the appendix. 

Relations betv/een Cockpit control positions and con- 
trol surface angles are given in figures 5 through 7, 
Figure 5(a) shov/s the vartation of - stick angle with ele- 
vator angle while figure 5(b) shows the variation of ele- 
vator trim tab angle with the cockpit tab indicator 
setting. Similar relations for the aileron control 
system are shown in figures 6(a) and 6(b) and figure 6(c) 
shows the gearing relations of the two balancing tabs 
on each aileron/ Only the inboard tab on each aileron 
is used for trimming. Figures , 7(a) and 7(b) show the 
gearing relations of the rudder 'control and rudder trim 
tab systems, respectively. 



nrSTRUIvIEKTATlON 



Items pertinent to each phase -of the flying-qualities 
investigation v/e re measured with the following standard 
NACA instruments: . 



1. 

2. 
5. 

4. 

-5. 

6. 

7. 
8. 



Item 

Time 

Airspoed 



NACA Instrument 

Timer 

Airspeed recorder 



Positipns of the three con- Control-position recorders 
tro 1 surfaces 



Rolling! velocity 

Nomal, longitudinal,, and 
transverse acceleration 



Sideslip angl? . .] ' 

Bank ^angle or pitch angle 
, Rudder pedal force 



Rolling-velocity recorder 

Three-component recording 
-accelerometer and in- 
dicating accelerometer 

Yaw- angle recorder 

Recoi^ding Inclinometer 

Rudder-forise recorder 



'9'.. Stick ^orce -^S'tiak-^force -recorder 

10 • Pree-air teiriperattire^* • ' Electrical re si stance - 

^ ' * ^* * bulb t^npe -temperature 
' ' ■ ■ ^ ^ V Indicator.: . . - .r-: 

The airspeed recording installation included an NACA 
f ree-swiveling static head mounted on the end of a boom 
extending one chord-length, aheaid:. of , the right wing at the 
tip juncture and a shielded total-head meter located be- 
low. and behind the static head* (See fig. 2,) Airspeed 
v/as read from the service airspeed indicator during the 
aileron characteristics tests because the airspeed boom 
was removed to eliminate any possible: adverse: interference 
effects on the right aileron. Both airspeed installa- 
tiions were calibrated for position error by flying by a 
known static reference point as described in reference 3. 
^^Indicated airspeed" in miles per hour, as used in this 
report, is 45.08\/qc, where qc is the difference between 
static and total pressure in inches of water, as measured 
by the calibrated installations. 

Elevator positions were measured from a point on a 
control cable close to the elevator and the measured angles 
were corrected for cable stretch. Aileron angles were 
measured directly at the ailerons* Rudder angles were 
measured from a control cable within a few feet of the 
rudder so that any error due to cable stretch is believed 
to be negligible* 

Throughout the present report, elevator and rudder 
angles are given with respect to the thrust axis. The 
aileron angles are given with respect to their neutral 
positions. 

The recording accelerometer was located about 6. feet 
ahead of the center of gravity so that angular ac.-cele ra- 
tions affected recorded linear accelerations* Wherever 
absolute values of acceleration were used in analysing 
data, however, the effect of angular ac-celeration was 
negligible • - 

Sideslip angles were measured by means of a small 
vane mounted at the end of a boom extending one chord 
length ahead of the left wing at the tip juncture. 
Although no straight-flight calibration of the sideslip 
vane was made, it can be assumed from previous calibra- 
tion of similar installations that the error in measur- 
ing a given sideslip angle does not exceed t2^ and that 
the variations of sideslip angle at a given speed are 
essentially correct. 
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Indicating instruments were used to dotormine free- 
air temperatures and altitude- Indications of an elec- 
trical resistance-bulb type thermometer were corrected 
for the adiabatic rise to obtain f ree -air temperature. , 
The service altimeter was calibrated prior to the tests 
in order to determine correct pressure altitiide. 



TESTS, RESULTS, AND DISCUSSION 

A. Longitudinal Stability and Control Characteristics 
(1 -A) Dynamic LongitudS-nal Stability: 

The dynamic 'stability was tested at Indicated air- 
speeds of 210, 265, 315, and 375 railes per hour with the 
flaps and gear up and the center of gravity at 25.1 -per- 
cent of the mean aerodynamic chord. The dynamic sta- 
bility was not investigated at maxim\im • limit diving 
speed (Vi - 468 mph) as suggestedby reference 1. Tests 
were made by abrxiptly deflecting and releasing the .ele- 
vator in both directions. Typical time histories, one of 
a pull-up and one of a push-down,, are shown in figure 8« 

Results showed that the stick-free longitudinal ^ 
short-period oscillations always damped out completely 
in less than two* cycles as required by reference 1. 

(2--A) Static Longitudinal Stability ? • * 

The static longitudinal, stability v/as measured with 
the center of gravity at 25.1 and 30.2 percent mesin 
aerodynamic chord with flaps and gear up. Extension 
of the landing gear resulted in a forward shift of the 
center of gravity of 0#8 percent mean aerodynamic chord. 
Gross weights at take-off corresponding to these center- 
of-gravlty locations Y\rere 7800 pounds for. the forward 
position and 7 600 pounds for the rearward oor^jltion. The 
effect of fuel consumption on center-of -gravity location 
v/as found to be very small and, hence, v/as neglected. 
For purposes of ar\alysis, average v»?eights during a flight 
were" assumed as 7620 and 7420 pounds for the forward 
and rearward center-of-gravity positions, respectively. 
Conditions ■ in which the airplane was tested and figures 
that show the data obtained for both center-of-gravity 
positions are listed in table I. 
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In addition to figures 9 through 16, which show sta- 
bility in th3 form of alcvator angles and stiok forces 
required for trim at various indicated airspeeds as well 
as corresponding directional trim characteristics where 
available, figure 17 presents an analysis of the static 
longitudinal stability. In obtaining figure 17, ele- 
vator angles (5@) and elevator stick forces divided by 
impact pressure (P/qc) were first plotted against lift 
coefficient (Cl) • The slopes of the resulting curves 
were then measured and plotted against can ter-of-gravity 
position as shown in figure 17, ' The slopes of these 
curves were measured at two lift coefficients for each 
airplane condition. These lift coefficients were 
Cl = 0.8 and the trim for the flap-up, gear-up 

conditions and Cl = 1.2 and the' Cl at trim for the 
flap-down, gear-down conditions. In figure 17, ''the 
stick-fixed neixtral points are the center-of-gravity 
positions at which (d5e/dCL) is, zeroj similarly, the 
stick-free neutral points are the center^of -gravity 
positions at which d/dC^ (F/q^) Is zero. 

Several points of Interest are apparent from an 
examination of the figures. Figures 9 through 16 and 
figure 17 show that in the high-speed range a rapid 
increase in stick-free stability is experienced with ^ 
increasing speed. Possible explanations for this 
characteristic include elevator fabric bulging and 
distortion of the horizontal tail plane In the low- 
speed range, where the stability characteristics were 
nearly linear and^ hsnce, were better defined, the data 
for the flap-up, gear-up conditions show that the loss 
in stability due to freeing the elevator is a shift in 
the neutral point of about 3 percent m.ean aerodynamic 
chord. The loss in stability due to freeing the ele- 
vator v-^ith flaps and ['eB.r down is more difficult to 
determine because of the small variations in stick 
force experienced. 

The requirements of reference 1 state that, for 
a definite speed range, depending on the airplane 
condition, the curve of elevator angle against speed 
must have a stable slope and the curve of elevator 
stick force against speed must cross zero only once and 
then with a stable slope - this being with the most 
rearward permissible center-of-gravity position. The 
most rearward center-of-gravity position tested was 
0.8 percent mean aerodynaipdc chord forward of the most 
rearward permissible position (51.0 percent mean aero- ^ 
dynamic chord) listed in Army Air Forces Technical 
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Order No. 01-llOFE-l. • l/Vh^n the data of figures 10 
to 15 (conditions covered in reference l) for the 
center-of-gravity position of 30,2 percant mean aero- 
dynamic chord are compared with the requirements, the 
following conclusions may be drawn? (Note: In con- 
ditions where stick forces were never zero, resort was 
made to figure 17 for determination of the stick-free 
stability.) 

1. Climbing condition (fig. 10) 

The airplane was stable l^oth stick-fixed and stick- 
free from 90 to 120 percent of the speed for best rate 
of climb (Vi '*=^160 mph) In compliance with the require- 
ment. 

2. Cruiqing condition (fig. 11) 

The airplane was stable both stick-fixed and stick- 
free at all speeds tested down to the speed for best 
rate of climb. The data indicate that the stability 
would continue to be positive through maximum permissible 
diving speed- (V^ = 468 mph), thus satisfying the require- 
ment, 

3.. Cruising maximum range (fig. 12) 

The airplane was stable stick-fixed but slightly 
unstable stick-free between the speed for best rate of 
climb and the stalling speed. Hence, the requirement 
was met with the stick fixed but not with the stick 
free, 

4. Gliding or diving (fig. 13) 

. The airplane was stable both stick-fixed and stick- 
free from maximum level- flight speed to the highest 
speed te.sted. It appears that the ' stability would be 
positive through maximum permissible diving speed 
(Vi = 468 mph), thus complying with the requirement. 

5. Landing -approach condition (fig^ 14) 

The airplane was stable stick-fixed but unstable 
stick-free at all permissible speeds dovm to 120 per- 
cent of the stalling speed. The requirement was 
therefore met with the stick fixed but not with the 
stick free. 
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6, Landing condition (figt 15) 

The airplane was stable both stick-fixed and stick- 
free at all permissible speeds down to the stalling speed 
in compliance with the requirement t 

Two.., airplane conditions not included in reference 4 
were also investigated^ These v;ere the maximum level- 
flight speed and the wave-off conditions. Results of 
these investigations are* shown in figures 9, 16, and 17 # 

(2-A) Longitudinal Control: 

1. Elevator-control characteristics in turning .flight 

The elevator-control characteristics in turning 
fllpht were investigated in the flap-down, gear-down, 
pov/er-off condition and the flap-up, gear-uo condition 
with normal rated power. Turns were made by the . so- 
called ''v;ind-up" pi^ocedure in which a chosen normal 
acceleration (shown by an indicating accelerome ter ) is 
quickly reached and held constant while the speed is 
decreased slowly until the stall occurs. The power- 
off landing-condition t^irns were entered from, trim at 

= 150 miles per hour and the rated-power clean condl- 
txon turns were entered from trim in high-speed level 
flight (Vi tss 280 mph). Data for the landing condition 
were analyzed only to obtain the elevator angles re- 
quired to stall the ai.i^planet Data for the clean condi- 
tion are? shown in figures 18, 19, and 20. Figure 18 
shows the elevator angles' required to trim in turns as- 
a function of lift coefficient for the two c^^^nter-of- 
gravlty positions tested. Figure, 19 shov/s the vari- 
ation of change in stick force with change in normal 
acceleration for the two center-of -gravity positions 
tested. Figure 20 gives a summary of these charac- 
teristics by showing the variation of the mci.netivera- 
bllity criteria with center-of -gravity position. The 
figure also shows how the measured values compare with 
the limits specified by reference 1 

The elevator control characteristics in turning 
flight may be summarized as follows; 

(a) The fact that only 12.5*^ up elevator was re- 
quired to stall the airplane at various speeds d\iring 
turns within the permissible speed range with flaps and 
gear down, power off, with the center of gravity at 
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,24#0 percent mean aerodynamic chord, indicates that the 
elevator control is sufficient to attain the maximum 
lift coefficient at all speeds with the most forward 
permissible center-of -gravity position (23,0 percent 
mean aerodynamic chordT. In the clean condition, 
the requirement was even m.ore easily met as is Indicated 
by figure 18. 

(b) With the airplane in the clean, rated-power 
condition, balanced at the normal center-of -gravity 
position (30-2 percent mean aerodynamic chord), the 
stick movement required to change from a Cl of 0,2-- ■ 
to Cl^q^^ (approximately 1,4) during turns v\ras only 

1.0 inch, (See fig., 20.) With the center of gravity 
at 23 percent m.ean aerodynamic chord, the stick move- 
ment was 2.7 Inches. 

(c) The change in normal acceleration was approxi- 
mately proportional to the change in elevator stick 
force as recommended by reference 1. (See fig« 19.) 

(d) By extrapolating the data of figure 19 to an 
8g turn, the elevator stick force per unit normal 
acceleration with the normal center-of -gravity posi- 
tion (30.2 percent mean aerodynamic chord) was about 
1.8 pounds per g as compared to the minimum require- 
ment of 3 pounds per g."" (See fig. 20.) 

2. Elevator -control characteristics in landing 

Elevator-control characteristics in landing were 
investigated by making several flap-down, power-off 
landings at each of several center-of -gravity positions. 
In these landings, the airplane was held off the ground 
as long as possible by use, of the, elevator control. 
Data are presented only for cases in v»fhlch the airplane 
attitude at impact v/as very close to that of the stall. 
The elevator angles measured at ground contact are 
plotted as a fvmctlon of center-of -gravity position 
in figure 21. 

Reference 1 requires that the elevator be capable 
of holding the airplane off the ground at 105. percent 
of the stalling speed with the center of gravity at . 
its most forward position. Figure 21 shows that this 
requirement .is easily met by the P-ogC-^-l airplane^ 
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Elevator stick forces at landing were deslral)ly small, 
these forces ranging from 3 to 7 pounds in all landings 
made (pilot *s elevator tab control set 4 graduations ^ 
nose up) . ■ 

3* Elevator-control characteristics in take-off 

Elevator control in take-off vms investigated by 
holding the elevator in its full-up position and deter- 
mining the speed at Vv'hich the nose wheel rose from the 
runway for center-of -gravity positions of 24.3 and 
29.4 percent mean aerodynamic chord. 

The speeds at which the nose wheel rose wore so 
small that accurate determination of them was difficult. 
Eowever, it is known that these speeds never exceeded 
50 miles per ho-orj and, on the basis of the data ob- 
tained, it is certain that the nose wheel can be raised 
with the most forward center-of -gravity position (23.0 per 
cent m-ean aerodynamic chord) at a 3r)eed well londer the 
maximum speed {Vi-::^ 70 mph) allowed by reference !♦ 

4 ♦ Longitudinal- trimming- control characteristics 

The effectiveness: of the elevator trim tab was 
determined by making static longitudinal stability runs 
with the elevator tab at its extrem^e positions for 
three airplane conditions with one center-of -gravity 
position. Results from, these tests are presented in 
figure 22, where the stick force per degree tab deflec- 
tion is plotted as a function of indicated airspeed. 
Direct tests were not made to determine speed ranges 
in which the* elevator stick force could be entirely 
trimmed out; so the capabilities of the elevator tab 
were determined from tab-ef f ectivehess data (fig. 22), 
static-stability data (figs. 12, 13, and 15), and the 
indicator-tab relation (fig. 5(b)). The capabilities 
of the elevator trim tab compare with the requirem.ents 
of reference I as follows: 

(a) With flaps up, gear up, power for level flight, 
and center of gravity at the most forward or rearward 
position, the elevator stick force can be trimmed to 
zero at any speed between high level-flight speed and 
120 percent -of the stalling speed. 

' (b) With flap3 and gear up, power off, and the 
center of gravity at the most forward or rearward 
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position, the elevator force can be trimmed to zero at 
all speeds betv/een high level-flight spoed mid the 
maximtun permissible diving' speed |from csxtrapolated 
data) . 

(c) With flaps and gear down, power off, and the 
center of gravity at its most forward' position the 
minimum speed at which the elevator force can be 
trimmed to zero is not higher than 140 percent of the - 
stalling speed* 

The changes in stick force reqxiired to trim at 
140 percent of the flap-down, gear-down,' povi^er-off 
stalling speed (1.4 Vi^ = 125, mph) with changes in 
flap setting, gear setting, and power are shov/n''bblaw: 

Elevator stick force 



Flaps 


Gear 


Power 


required for -trim. 


Up 


' Up 


Normal rated 




Up 


Up 


Off 


1 p-ull 


Down 


Down 


Normal rated 


3 pull 


Down 


Up 


Normal rated 


1 pull 


Down 


Down 


Off 


2.5 pull 



It is immediately apparent that these desirably 
small trim changes are far belov/ the maximum allowable 
fo.rce change :of 35 pounds given in reference 1#. 

The elevator trim tab would retain any .:^iven 
setting indefinitely as is required. 

5. Pitching moment due to sideslip 

• ■* 

The pitching moment due to sideslip was such that 
more than 1^ up«elevator movement v/aa required to trim 
when. the rudder was moved to right from its straight- 
flight position corresp.onding to zero angle of bank with 
rated power, either flaps up or flaps down. For all 
other conditions, less than 1*^ elevator was required 
for 5^ rudder deflection. The data for these deter- 
minations were obtained during tests of the static 
lateral and directional stability and may be seen 
the figures for this item- (figs. 25 through 55). 

No tests were m.ade to determine the" pitching 
moment due to sideslip at 95 percent of the maximum 
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permissible diving speed. At the highest speed at which 
sideslips were made, however (V^ = 520 mph) , a pull sticK 
force of 14 pounds was required to offset the pitching 
moment due to the sideslip caused by a left rudder force 
of 180 poimds. (See fig. 29.) It appears that a much 
higher pull stick force would he required to maintain 
longitudinal trim with a right rudder force of 180 pounds 
at the same speed because of the msymmetrical rudder- 
force characteristics • 

B. Lateral and Directional Stability 'and Control 

(1-B) Dynamic Lateral and Directional Stability 

a. Spiral mode 

The P-39D-1 airplane v;as somewhat unste^ble in the 
spiral mode as is the case with most airplanes. No 
specific tests were made to determine the degree of 
spiral instability, but^ according to pilot's opinion, 
the spiral divergence was mild in straight flight at 
the speed, for maximum Jj/t> at design gross v;eight« 
On this basis, the requirement of reference 1 is 
satisfied, * 

b. Short-Deriod oscillation 

The short-period control-fres lateral and direc- 
tional oscillation was investigated with flaps and gear 
up, using power for level flight or rated power in dives 
at speeds differing successively by about 50 miles per 
hour ■ through the range = 150 to " 380 miles per 

hour. At each speed, disturbances were initiated by 
abruptly deflecting and releasing the rudder and ailerons 
separately. Typical time histories of airplane and 
control motion during and after these disturbances are 
shown in -figure 23 for the lowest and highest speeds 
at which tests were made. VJhen the lateral and 
directional oscillation characteristics of the P-39D-1 
airplane are compared with the requirements for damping 
given in reference 1, pertinent resr.lts are: 

1. The lateral oscillation always damped to less 
than one -half amplitude in two cycles at all speeds 
between that for»m-aximum L/D and the highest speed 
tested (Vi = 380 mph) • The average time to damp to 
one-half amplitude vms approximately one cycle, no 
consistent variation of this value with indicated air- 
speed being noted. 
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2. The oscillations of both the rudder and the 
ailerons v^ere complstoly damped within one cycle. The 
rudder always returned to its trim position but the 
ailerons did not. Aileron overbalance throughout the 
level-flight speed range and the control-system friction 
of about 2 pounda were reaponsible for this unsatis-* 
factory characteristic ♦ Figure 23 clearly shows that 
the ailerons remained in a deflected state after release 
at Y± " 154 miles per hour. 

(2-B) Static Lateral and Directional Stability 

1. Yav/ing moment due to sideslip 

The yawing moment due to' sideslip with rudder fixed 
Y/as investigated by making full-deflection aileron rolls 
while holding the rudder in its trim nosition and noting 
the maximum angles of adverse yav; resulting from rolling. 
Both the clean and the landing conditions of flight were 
investigated with power off and power for level flight 
at speeds about 20 percent greater than the respective 
power-off stalling speeds. Data. from these maneuvers 
are shovm as time histories in figure 24. Significant 
results are: 

(a) The maxlmuin adverse yaw angles resulting from 
use of full aileron control always were, or were 
estim.ated to be, less tha^i the 20*^ maxim-urn allowed by 
reference X. 

(b) The decrease in rolling velocity from its 
maximum, due to yaw caused by rolling, Vi^as desirably 
small. 

The yawing moment due to sideslip, as Indicated 
by the variation of rudder anp:le with sideslip angle in 
essentially steady sideslips, was investigated at various 
speeds in foiir different airplane , configurations Instead 
of the three test conditions specified in reference 1. 

All sideslips were made according to the following 
procedure. Prom a trimmed condition in straight 
laterally level flight at a chosen indicated airspeed, 
rudder was slowly applied in coordination with the amount 
of aileron and elevator control necessary to maintain a 
straight flight path and approximately constant Indicated 
airspeed* The rate of yawing v/as restricted to about 
1^ per second or less in all runs. Data were evaltiated 
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at ^-second intervals from synchronized records of 
control -Dositions, control lorces, bank angle, sideslip 
angl-3, and indicated airspeed. Particular aii-plane 
conditions and speeds chosen for testing together with 
figures showing the data obtained are listed in table II. 



TABLE II 



Conditions for P-59D-1 Sideslip Tests 



I 

j 

Condition 


Flaps 


Gear 


Power 


[ndicated 
airspeed 
(mph) 


Figure 
number 


Clean 


Up 


Up 


Normal rated 


110 


25 




(2600 rpm, 37,2 in. Hg.) 


155 


26 








210 


27 










255 


28 










250 


29 


Clean 


Up 


Up 


Off 


110 


30- 






150 


31 










205 


32 


Landing 


Down . 


Down 


Normal rated 


115 


33 






(2500 rpm, 37.2 In. Hg.) 


140 


34 


Landing 


Down 


Dorm 


Off 


115 


35 






i 


140 


36 



The data of figures 25 through 56 have bean s-ummarized 
in figure 57 which shov/s, quantitatively, the variation 
of static lateral and directional stability with power, 
flap deflection, and indicated airspeed, the items shown 
being measured at straight flight trim with zex-'o angle of 
bank* 

The yawing moment due to sideslip, as measured by 
the variation of rudder angle with sideslip angle, was 
always in the correct direction except at the lowest speed 
tested (Vj_ = 110 mph) in the clean condition, either with 
rated power or power off. In both of these conditions, 
there was a ran£^6 of sideslip angles where the rudder- 
fixed directional stability was neutral (figs* 25 and 30). 
With the above exceptions, the sideslip angle was always 
nearly proportional to the chanrr^e in rudder angle f3^om 
trim for angles of sideslip between ±15^, In all tests 
where more than 15^ sideslip wslb reached, an increase in 
rudder angle al-vays resulted in an increase in the angle 
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of sideslip in the range above 15^ of sideslip. Pull 
rudder deflection. (35^ right, 21.5^ left) was never 
reached during" the sideslip tests . Figure 37 shows how 
the rudder-fixed directional stability at normal straight- 
flight trim varies v/ith power, flap deflection, and in-- 
dicated airspeed. 

The yawing moment due to sideslip with rudder free, 
as indicated by the variation of rudder pedal force with 
sideslip angle at any given speed, was . -unsatisfactory 
in the rated-power conditions with flaps up or down at 
low and moderate speeds. In left sideslips there was 
no definite force gradient while in right sideslip the 
pedal force began to lighten at about 15^ sideslip* 
Furthermore, rudder-force reversal, eithsr occurred or 
was Imminent in sideslips to either direction at low 
speeds with rated' power {figs. 25, -26, 35, and 34). 
The force reversals were encountered at fairly large 
angles of sideslip, hov/ever, and the reversing forces 
were manageable/ In the power -off clean condition at 
Vi = 110. miles per hour, the rudder force gradient, was 
2;ero in the range of sideslip angles where the rudder- 
fixed directional stability was neutral (fig. 30). 
For all other power-off conditions tested, rudder-force 
characteristics were satisfactory. 

2. Rolling moment due to sideslip 

The rolling moment due to sideslip (ailerons fixed 
and free) was measured in the sideslip tests outlined 
in table II above. Results are shown in figures 25 
through 36. The variation of the dihedral effect, as 
measured at normal straight flight trim, with indicated 
airspeed, is given in figure 37. 

The rolling moment due to sideslip ■ (stick-fixed) , 
as measured by the variation of aileron angle with 
sideslip angle, was always in the correct direction in 
right sideslips although it became marginal at large 
angles of sideslip. In certain ranges of left side- 
slip with rated power at low speeds, flaps up or down, 
the stick-fixed dihedral effect was neutral or slightly 
negative (figs. 25, 26, 33, and 34) • As shown by fig- 
ure 37, the stick-fixed dihedral effect at trim for zero 
bank angle was alw&ys in the correct direction. The 
rolling, mom-ent due to sideslip ( stick-^fyee ) , as measured 
by the variation of aileron stick force with sideslip 
angle, was in the wrong direction in all test conditions 
at speeds below about - 200 miles per hour. 
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The rolling moment due to sideslip resulting from 
abrupt aileron deflections, rudder fixed, \vas never so 
great that a reversal in rolling" velocity occurred. 
This is in accord with the requirements. Data illus- 
trating- the effect on rolling velocity of the yaw due 
to ailerons for critical low-speed flight conditions 
may be found on figure 24. 

■ 3. Side 'force due to sideslip 

The variation of side fOrca with sideslip angle 
was determined by measuring angles of bank during all 
the sideslip tests outlined in table II and the x-esults 
are" . shown in figures 25 through" 35 • The effect of 
power,' flaps, and speed on the side ' force near normal 
straight-flight trim (zero bank angle) is shown in 
figure . 37, • ^ ^ ; 

Reference 1 requires that the side force should 
always be such that right bank accompanies , right side- 
slip and left bank accompanies left sideslip. The 
P-39D-1 airplane definitely satisfied the requirements 
for^ all flight conditlohs tested. 

(3-B) Static Directional and Lateral Controls 
1. Rudder control 

The ablldty of the rudder to overcome the adverse 
yaw resulting after the ailerons were abruptly moved 
from trim to their fully deflected p>ositlon was in- 
ves-ti'gated by making simulated turn entries- in which 
enough rudder control was used to maintain zero side- 
slip. These tests were made with flaps and gear 
d^own using power for level flight at about 120 percent 
of the "power-off stalling speed, and with flaps and 
gear up using power for level flight at about 120 per- 
cent of the power-off stalling speed. 

The requirem.ents state that the rudder control 
:should be capable of neutralizing the adverse yaw and 
that rudder pedal forces necessary to accomplish this 
should be \xnder 180 pounds.- The P-39D-1 airplane 
complied with these requirements. The adverse yaw 
could be completely offset by using about half of the 
available rudder defle^ctlon from trim. Corresponding 
rudder pedal forces were approximately 100 pounds. 

The rudder gave sufficient directional control to 
maintain straight ground paths during normal take-offs 
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and landings v/ith rudder pedal forces much lower than 
180 pounds* These characteristics are in direct 
compliance with those required • 

The variation of r adder force required to trim in 
straight flight with indicated airspeed when the rudder 
force was initially trimmed to 2ero at mazim'om level- 
flight speed with normal rated power is shown in fig- 
ure 38 • This figure includes the rudder-force vari- 
ation for the power-off condition with the same trim 
tab setting. By extrapolating the rated-power curve 
to maximum permissible diving speed (V^ = 468 mph), 
it is seen that 60 to 70 pounds push on the left pedal 
would be required to trim. This is well within the 
150-pound m_aximum allowed by reference 1. When the 
power was reduced from, rated power to power off at 
high level-flight speed, a left pedal force of about 
60 pounds was required to maintain straight flight. 
The minimTjm speeds at which the rudder force could 
be entirely trimm.ed out in straight laterally level 
flight using rated power were Vj^ = 125 miles per hour 
with flaps and gear up and Vi - 138 miles per hour 
with flaps and gear down. 

The rudder-control characteristics of the P-39D-1 
airplane^ in general, were considered good. 

2. Lateral control 

The aileron control characteristics were deter- 
mined according to the usual NACA procedure. The 
airplane was trimmed in laterally level steady flight 
at a chosen power and speedj then the ailerons were 
abruptly deflected a desired amovmt while the rudder 
was held fixed in its trim position. Data were . 
evaluated on the basis of the m.aximum rolling velocity 
attained in any given roll and the corresponding aileron 
stick force. 

Preliminary tests at low speeds gave indications 
that high stick forces vtfould not provide insurance 
against dangerous aileron deflections at high speeds. 
Hence, an analysis of the aileron strength v/as made in 
order to establish a relation betv/ean permissible 
aileron deflections and indicated airspeed. Figure 39 
presents the relation determ.ined in self-explanatory 
fashion. 

Airplane conditions used in the aileron tests are 
listed by number in table III according to the order in 
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which the results will he discussed. Note that refer- 
ence is made to the figiu-'e presenting the results for 
each test condition. 



TABLIi: III 

Airplane Conditions for Aileron Control 



Characteristics Tests 



Condition 
number 


Power 


Flaps 


Gear 


Indicated 
airspeed 


Figure showing 
results 
obtained 


1 


Level-flight 


Down 


Down 


109 


40 


2 


Level-flight 


Down . 


Down 


140 


40 


3' 


Level-flight 


Up 


Up 


113 


41 


4 


Level-flight 


Up 


up 


160 


42 


5 


Level -flight 


Up 


Up 


210 


43 


6 


Level-flight 


Up 


Up 


260 


44 


7 


Normal-rated 


Up 


Up 


310 


45 


8 


Normal -rated 


Up 


Up 


360 


46 


9 


Normal-rated 


Up 


Up 


410 


47 


■ 10 


Off 


Down 


Down 


95 


48 


11 


Off 


Down 


Dovn 


135 


48 


12 


Off 


Up 


Down 


100 


49 


15 


Off 


Up 


Down 


150 
1 


49 



The curves obtained by fairing the data collected in 
the tests made with flaos and gear up (conditions 3 
through 9) have been duplicated -on a coimnon set of axes in 
figure 50 to show the effect of -speed on aileron charac- 
teristics • Figure 51 suriunarizes the data for the clean 
condition in the form of aileron angle, rolling velocity 
at 10,000 feet, and pb/2V available for stick forces of 
both 30 and 50 pounds plotted against indicated airspeed* 
At speeds above 210 males pe*^ hour, the summary fig-ure 
is based on extrapolations of the data given in figure 50 
to stick forces of 30 and 50 pounds or to full aileron 
deflection. These extrapolations were necessary at 
speeds above Vi = 210 miles per hour because it was 
usually possible to reach the calculated permissible 
aileron deflections with stick forces slightly under 
30 pounds. 
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The aileron control characteristics of the P-39D--1 
airplane may he summarised as follows; 

(a) The maxlmiim rolling velocity obtained from abrupt 
deflections of the aileron control varied smoothly with 
and was approximately proportional to aileron deflec- . 
tion f rom^ trim in all specified conditions (covered hy 
conditions 1 through 9 in table III). The ailerons 

were overbalanced in the level-flight, speed range, this 
overbalance covering a progressively smaller percentage 
of the total aileron travel as the speed increased. 
(See figs** 40 and 50-.) : Above maxlmim level-flight 
speed (V.^.^s:?, 280 mph) the overbalance - disappeared entirely 
and the variation of control force with aileron deflec- 
tion became satisfactorily smooth. 

(b) At approximately 120 percent of the respective 
power-off stalling speeds with flaps and gear up or 
down, gradients of aileron control force with deflection 

, were such that the ailerons would tend to increase their 
deflection if released from an Initial position near trim 
either while making aileron rolls or steady sideslips. 
Although the friction ,of about ±2 pounds in. the aileron 
control system tends to make, the overbalance less 
objectionable, the adverse stick forces were commented 
on by the pilot in these maneu-^'ers. Furthermore, when 
high normal accelerations were reached during recovery 
from rolls at Vi = 210 miles per hour, the. stick tended 
to whip violently from one side to the other • V/hether 
this vms a m.anife Stat ion of the overbalance accompanying 
high angles of attack and accentuated by the higher 
speed or v/hether the "effect resulted from yaw due to 
rolling.' is not known, 

(c) The time required to reach maximum rolling, 
acceleration after full ailerpn deflection was reached 
in the rolls for conditions 1 and 3 was extremely small. 
It is known that these time increments were much less 
than the maximum, allowable given by reference 1. ' The* 
variation of rolling acceleration with time was always 
in "the correct direction, up to the time of maximum" 
rolling, velocity., . ' ^ 

id) With power off,' gear down, a^nd flaps either up or 
down at 110 to 150 percent of the respective power-off 
stalling speeds, the ailerons were not sufficiently 
effective to meet the requirements, , In these copidlti'ons , 
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full aileron deflections to both right and left produced 
average values of pb/2V of between 0.06 and 0.065 as 
compared with a specified minimura of 0.07 (data shown in 
figs. 48 and 49) . 

With flaps and gear up^ the rolling velocity 
obtained by abrupt full deflection of the ailerons at 
all speeds between 110 percent of the power-off stalling 
speed and the speed at which a stick force of 50 pounds 
would be reached was such that pb/2V was approximately 
0.06 as compared with the minimum requirement of 0.09 
(fig. 51). The speed at which a stick force of 50 pounds 
would be required to held full aileron deflection was 
about 840 miles per hour indicated airspeed, which is 
somewhat in excess of 80 percent of maximum level-flight 
speed. 

Aileron effectiveness at ;speeds approaching the 
maximum permissible diving speed was not investigated 
because of structural deformation and bulging of the 
aileron at speeds in excess of = 410 miles per hour. 

These phenomena are believed responsible for the loss 
in pb/2V of about 20 percent for a given aileron 
deflection at this speed. The bulging of the aileron 
fabric at Vj^ « 410 m*les per hour was determined by 
visual observation from the cockpit. 

vVith flaps and gear down, power off, at 110 percent 
of the stalling speed, pb/2V for full aileron deflec- 
tion v;as such that the product p x t) was equal to 
about 18 feet per second as compared with a minimum 
requirement of 10 feet per second. 

The aileron trim-force characteristics were deter- 
mined by trimming the airplane for ^ero stick force at 
maximum level-flight speed with normal rated power and 
then obtaining, continuous records of the aileron stick 
force as the airplane's speed was slowly changed from 
slightly -above that of the stall to = 410 miles 

per hour in laterally level flight. One run was made 
with rated power and one with power off using the same 
tab setting. Data from these tests showed that the 
aileron trim force change with power or speed was 
negligible (under 2 pounds) for speeds up to = 400 
miles per hour. At V^^ = 410 miles per hour, however, 
a sudden erratic change in trim occurred requiring a left 
stick force of betv/een 5 and 8 pounds. This phenomenon may 
have been caused by the distortion of the aileron fabric 
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previously mentioned. Beca\:3e the trim rms were not 
extended to cover speeds much in excess of = 410 miles 
per hour, it is not possible to state whether or not the 
trim force at the highest permissible diving speed 
(Vi = 468 mph) would be mider the m-aximio:'!! allowable value 
of 10 pounds. 

3# Rudder and aileron trimming devices 

The rudder and aileron trimming devices would retain 
a given setting indefinitely as required. 

C. Stalling Characteristics 

The stalling characteristics of the P-29D-1 airplane 
were investigated for five different airplane configura-^ 
tions with the canter of gravity at 25.1 percent mean 
aerodynamic chord (gear up) at an estim.ated midfllght 
gross v/eight of ,7650 pounds. 

1. Stalls entered from straight flight 

Table IV presents the airplane configurations in 
which stalls entered from straight flight v/ere made. 
The first four configurations listed are those for which 
the stalling requirements of reference 1 should be satis- 
fied. All the stalls were ao'oroached by causing the 
speed to drop off slowly while laterally" level, straight- 
flight was maintained by minim^om use of the controls. 
V/hen the first stall break occurred, one of the follow- 
ing three procedures for control manipulation was used, 
each procedure being used in at least two stalls in each 
configuration: (1) All three controls were fixedj 
(2) the rudder was fixed and the ailerons were used in 
an attempt to control the lateral attitude while the, 
elevator vms further raised: or, (5) the ailerons were 
fixed and the rudder was used in an attempt to control 
the lateral attitude \i^hlle the elevator was further 
raised. A discussion of the straight-f light stalling 
characteristics follows. 
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(a) The appearance of the stall was always marked 
by the simultaneous occurrence of a mild roll in either 
direction and a downv/ard pitching motion. If immediate 
action was taken to effect recovery by use of the con- 
trols at the first sign of stalling, the airplane still 
rolled through a certain angle depending on the airplane 
configuration. The airplane would roll in either direc- 
tion for any given flight configuration arid tuft studies 
made by the 'pilot -indicated, that the' small degree of 
asymme tripal stalling .:was critically affected by the yaw 
angle existing- at the time stalling occurred. At the 
stall, the tufts alv/ays suddenly reversed; dlre'ction 
simultaneously over large varying areas of both wings from 
the root out to v;ithin about 4 feet of the tips. The 
tips were never observed in a stalled condition^ After 
the Initial roll occurred, the airplane" would tend to 
return to laterally level flight with or without use of 
the controls, ^nd then a lateral and pitching oscillation 
would ensue as the Stall progressed to higher normal 
accelerations 'and airspeeds. 

(b) In every 'condition testedy the stall developed 
abruptly. There- was no warning of the approaching stall 
either in'tHe^form of buffeting and shaking of the air- 
plane or coritrpls, or in the form of a marked increase 

in the rearward movement of or force-^ on the control stick. 
At the stall b,reak, the ailerons floated in such a manner 
that the stick tended to move in the direction of the 
Initial roll. This action occurred too late to constitute 
a warning^ hpweyer» The movements of the controls re- 
quired for trijiiming during the stall 'approach were never 
great ; enough to be considered important as stall warnings. 
Figure 52 is. .a time history of a stall showing the typical 
absence of warning and ensuing motions of the airplane 
when the controls were fixed at the stall break. 

(c) iln any condition, at any time after the stall 
occurred, re cox^e^y could be ef fee ted - promptly by apply- 
ing down elevator. The ailerons were relatively in- 
effective in controlling the. lateral attitude during 
the stall. If the elevator was held fixed or raised 
to a greater angle, the airplane, would ultimately roll 
against full aileron control, The rudder appeared to 
be slightly more effective than the ailerons. However, 
use of the rudder generally resulted in extreme oscilla- 
tory rolling velocity and sideslip variations. An ex- 
ample of the large amplitude oscillations occurring in a 
rudder-controlled stall is shovm in figure 52. 
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(d) The rolling and yawing moments due to stalling 
in landings were investigated by performing fully stalled 
landings. Uncontrollable yawing moments were not ex- 
perienced during stalled landings, but the rolling motion 
was objectionable, 

2. Stalls entered from turning flight 

Stalls from turning flight .were made with the air- 
plane in each of the first five configurations given in 
table IV. For the flap-down configurations, the turns 
were entered from trim at an Indicated speed of about 
150 miles per ^ hour. For the flap-up configurations, 
the corresponding trim speed was about = 230 miles 
per hour* After .instability due .to stalling was 
encoimtered, the effectiveness qf all the controls was 
investigated. 

The stalling characteristics in turning flight were 
very similar to those of straight flight: The stalled 
turns were characterized by lateral, directional, and 
pitching oscillations which increased in intensity with 
increased up-elevatcSr deflection; the ailerons tended 
to float in the . direction of the roll, the adverse 
stick forces being greater because of the higher speeds; 
and tuft studies indicated that the flow breakdov/n 
occurred in a similar manner to that observed in the 
stalls entered from straight flight* A time history 
of a stalled . turn made with the airplane in the clean 
condition using rated power is shown in figure 54. 

There was no adequate warning of the approaching 
stall in any airplane configuration specified in the 
requirements of reference 1. In the clean condition 
with engine idling, there was a slight shuddering of 
the airplane Iminedlately before the stall occurred. 

Recovery could always be effected promptly during 
stalled turns by applying down elevator. The ailerons 
and rudder were effective in controlling the lateral 
attitude for some time after the initial stall occurred 
but continued application of up-elevator soon led to 
excessive yawing and rolling. 

These' tests indicate that the airplane does not 
make a good gun platform at angles of attack very near 
that of the stall because of the lateral instability 
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which accompanies the stall. Although the stall can 
occur without complete loss of control, and recovery 
is positive, the rolling that occurs results in direc- 
tional" changes that would make following- a target most 
difficult. 

D. Control Friction 

The friction in each of the three control systems 
was determined hy obtaining continuous sychronized 
records of control position and force as the controls 
were slowly moved through their deflection ranges. 
These tests were made unde'r static conditions with the 
temperature at about 7 P. The friction- characteristics 
of the elevator and aileron controls are presented 
graphically in figure 55. 

When the control friction of the P-39D-i airplane 
is compared with the maximum allowable specifications of 
reference I, the results -may be expressed in tabular 
form, as follows: 

Friction at Maximum allowable 

Control neutral deflection friction at neutral deflection 

(lb) (lb) 

2.14 
1.07 
10.00 



CONCLUSIONS 



Results, from the flying-qualities tests made with 
the Bell P-39D-T1 airplane (A. A. P. No. 41-28378) may be 
summarised as follows: 

A. Longitudinal Stability and Control Characteristics 

1. The short-period, control-free longitudinal 
oscillations damp out completely in less than tv;o cycles 
in all conditions tested. 

2. The center-of -gravity positions (percent mean 
aerodynamic chord) at which static longitudinal stability 
is neutral, as determined by tests at two center-of - 
gravity positions, are as follows. 



Elevator 1,7 
Aileron 2,3 
Rudder 2 . 
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■ Airplane 
■ condition 




Stick-fixea 
■ e.g. 


o uxc K-.t ree 
e.g. 


Maximum, level- 
flight speed 


0,2 (trim) 
.8 


23 • 


36,7 
30,2 


Climbing 


0.45 (trim) 
■.8 


■ 32, 5 


32.0 
32 . 5 


75 percent 
rated "ower 
cruising 


0.25 (trim) 


33 • 2 

32*6 


33.4 
30.2 


Cruising maxi- 
miun range 


0.45 (trim) 


33*0 
31.7 


30.2 
29.0 


Gliding : 


0.2 (trim) 
.8 


25.6 


38. 1 
31.8 


¥Jav0-off 


1.2 


34.6 




Landing 
approach 


0.75 (trim) 
1.2 


39.5 
36.0 


27.7 
27.2 


Landing 


0.75 (trim) 
1.2 


36.0 
36.0 


34.0 
34.0 



3. A large increase in stick-free stability Is 
experienced at high speed* It is suspected that this 
increase in stability is due to bulging of the elevator 
fcibric or deformation of the tail plane* 

4. A loss in stability due to freeing the elevator 
i3 experienced in all flight conditions at low and 
moderate speeds. As closely as is determinable from 
the data obtained this loss amounts to a shift in the 
neutral point of about 3 percent" me-an aerodynamic chord. 

5. In the clean, rated-power condition, the stick 
novements required to change the Cj^. from 0.2 in straight 
flight to C^^^^ in steady turning flight at about 

10,000 feet altitude for the tv/o center-of -gravity 
positions tested are! 



Canter-of-.p;ravity position, Reanvard stick movement, 
percent M.A.C. in. at stick grip 



20,2 
25.1 



loO 

2.2 



6. In the clean, rated-power condition, the ele- 
vator stick force gradients as measured in steady turn- 
ing flight at about 10,000 feet altitude for the two 
center-of-gravity positions tasted are: 



7. The elevator control is ample for landing and 
take-off with the center of gravity anywhere in the 
permissible range. 

8. The effectiveness of the longitudinal trimining 
control is adequate. 

9. At - 125 miles per hour the changes in stick 
force required to trim, due to changes in flap, gear, and 
power are never more than 3 pounds • 

10. The elevator trirmrilng device v^ill keep a given 
setting indefinitely. 

11. In the rated- power conditions the pitching moment 
due to sideslip is such that more than 1*-* change in ele- 
vator angle is required to trim when the sideslip is 
changed from that for straight, laterally level flight 

to an angle corresponding to a 5^ change to the right in 
rudder angle. For a left rudder deflection of 5 from 
the sam.e trixm with rated pov/er, and for pov^er-off in 
either direction, less than 1^ change in elevator angle 
is required to maintain the initial speed. 

B, Lateral and Directional Stability and Control 

1. Tlie spiral divergence is not objectionable. 

2, The control-free, short-period, lateral and 
directional oscillations damp bo one-half amplitude 





30.2 
25.1 



1.8 
7.1 
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In less than two cycles in all conditions tested. 
OscilliT-tions of the controls damp completely within 
one cycle hut the ailerons do not. return to trim after 
being" abruptly deflected and raleased at low speeds. 

2* When the ailerons are fully deflected with the 
rudder held fixed in its trim position at 120 percent 
of the stalling speed, either in the clean or landing 
condition of flight, the maxim.ui!i angle of sideslip 
developed is less than 20*^ • 

4. The yawing moment due to sideslip is such that 
the airplane exhibits satisfactory variations of rudder 
angle with sideslip angle in all conditions tested 
except in small ranges^ of sideslip angles near trim in 
the clean configuration, either with rated power or 
with power off. Mild rxidder^ force reversals occur or 
are imiTiinent in sideslips to either direction at low 
speeds with rated power, either with flaps ixp or down. 

5. The stick-fixed dihedral effect is neutral to 
negative in certain ranges of left sideslip angle with 
rated power at low speeds with flaps either up or down. 
The stick-free dihedral effect is negative in all flight 
canditions belov/ an indicated speed of about 200 miles 
per hoi:ir. 

6. With rudder fixed, the rolling velocity never 
reverses due to yaw resiilting from fu-ll aileron deflec- 
tion, the reduction in rolling velocity due to this effect 
being slight. 

7. Tixe side force due to sideslip is always in the 
correct direction. 

8o The rudder -control characteristics are satis- 
factory in all respects for overcomiing adverse aileron 
yaw, for maintaining straight ground paths during take- 
off and landing runs, and for maintaining straight flight 
paths with the wings level at any permissible speed in 
any configuration. 

9. Although the response to abrupt application of 
aileron control is satisfactory, the aileron effectiveness 
is insufficient in nearly all flight conditions. Pull 
aileron deflection at low speeds produces average values 
of pb/2V of about 0.06 or 0.065 in any airplane 
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configuration as compared to desired values of 0.09 
and 0,07 for the maneuvering and landing conditions of 
flight, respectively. At an indicated airspeed of 
410 miles per hour, pronounced bulging of the aileron 
fabric was noted. 

10. The ailerons are overbalanced throvighout the 
level-flight speed range j this overbalance covers a 
progressively smaller percentage of the total deflection 
range ,as the speed increases. Above maximum level- 
flight speed, the overbalance entirely disappears • The 
speed at which full aileron deflection is accompanied 

by a stick force of 60 pounds is about 35 percent of the 
maximum level-flight speed. 

11. In straight, laterally- level flight, the vari- 
ation of aileron sticlf force required to trim v/ith a 
given tab setting is desirably small up to aboxit 400 miles 
per hour indicated airspeed* At V;^ = 410 miles per 
hour, ho^vever, a sudden 'increase lx\ stick force of 5 to 

8 pounds to the left is required to maintain trim. 

12. The rudder and aileron trimming devices retain 
any given setting indefinitely* 

C. Stalling Characteristics 

1. The stall always occurs abruptly rjitb essentially 
no warning whether entered from, straight or turning flight. 

2. Recovery from a stalled ccnditlcn can always be 
promptly effected by the application of dovm elevator. 

3. Uncontrollable yawing motions are not encountered 
in stalled landings although the rolling is objectionable. 

4. The airplane does not constitute a good gun 
platform in the I'egion of the stall because abrupt roll- 
ing occurs when the airplane stalls? this rolling results 
in directional changes which would make following a 
target very difficult. 
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D, Control Priotlon 

Friction In the elevator and rudder control systems 
is desirably small. The aileron control system -friction 
is about twice as great as the maximum- amount considered 
desirable • - 



Langley Memorial Aeronautical -Laboratory, 

National Advisory Committee for Aeronautics, 
Langley Field, Va., September 21, 1943. 



3i 



, APPENDIX 
GE?IEFAL SPECIFICATIONS OP AIRPLAI^rS 



Name and type • . Bell P-39D-1 

(AoA.F, No. 41-28378) 

Engine o Allison ¥-1710-35 

Rating: 

Take-off 1150 hp at 3000 rpm at 

sea level 

Maximwi continuous . . 1000 hp at 2600 rpm at 

10,800 ft 

Military , 1150 hp at 3000 rpm at 

12,000 ft 

Supercharger Single-stage, single -speed 

Supercharger gear ratio 8.8:1 

Propeller Curtiss constant-speed 

Diameter 10 ft 4 

Number of blades • 3 

Gear ratio • 1«8:1 

Fuel capacity (without belly tank), gal,,o,.o.. 120 

Oil capacity (including 2 gal in gear box), gal»... 11.7 

Weight empty, lb .o 5599 

Normal gross weight, lb 7847 

Permissible c»g. range, percent M.A.C. 23 to 31 

Weight as flovm for tests (at take-off) 

e.g. at 30.2 percent M.A.C. (gear up), lb 7600 

e.g. at 25.1 percent M. A. G. (gear up), lb ». 7800 

Wing loading (normal gross weight ) ,lb/sq ft ...... 36.72 

Pov^rer loading (normal gross weight, 1000 lip), lb/hp 7,83 

Over-all height (taxying position) 9 ft 3r| in. 

Over-all length , 30 ft 2 in. 

Wing : 

Span, ft 34.0 

Area (Including ailerons and section through 

fuselage), sq ft 213.2 

Airfoil section, root NACA 0015 

Airfoil section, tip * NACA 23009 

Aspect ratio « <. 5.42 

Mean aerodynamic chord, ft 6.72 

Leading edge M.A.C., in. aft L.E. root chord 5.41 

Taper ratio . . . - « 1.97 

Dihedral (at 30 percent chord, upper surface) .... 4^ 
Incidence from thrust axis 2*^ 
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Wing flaps (split, trailing-edge type): 

Area, sq ft ; ^^'fj 

Span (along hiiige line), in 

Trave 1 , de g » . - o . . • • 43 

Ailerons: 

Length ( along hinge line ) , in 79 • 55 

Area (aft hinge line, each, including tah3),sq ft 5.91 

Fixed balance area (each), sq ft - « 1,82 

Balance tabs, inboard and outboard 

Area (each tab), sq ft • 0*473 

Span (each tab), in. 22.69 

Horizontal tails 

Span, ft . • 13 

Area, sq ft ••••• 40.04 

• 1 
Incidence from thrust axis, deg, L.E. up 2^ 

Stabilizer area, sq ft 23.90 

Elevator area (aft hinge line, including 

tab), sq ft 12,49 

Elevator balance area, sq ft 3.65 

Elevator trim. tab area, sq ft 0.819 

Distance ' elevator hinge line to ].eadlng 

edge M.A.C, ft 18.58 

Vertical tail: 

Vertical span (along hinge line), ft 5.63 

Area, sq ft 19.01 

Offset from thrust axis, deg, L.E. left 1-^ 

Pin area, sq ft 7.94 

■ Rudder area (aft hinge line, including 

tab), sq ft *. 9.49 

Rudder balance area, sq ft 1.58 

Rudder trim tab area, sq ft 0,435 

Distance rudder hinge to leading edge, M.A.C, 

ft 18.92 
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R3PERSNCES 

AnonTs Stability and Control Requirements for U. 3. 
Army Airplanes, Army Air Forces Specification, 
June 10, 1943. 

Thompson, P. L., and Zalovcik, John A.: Airspeed 

Measurements in Plight at High Speeds. NACA A.R.R., 
Oct. 1942. 
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FIGURE A. - THREE-VIEW DRYING OF BELL P-39D-I AIRPLANE AND 
CROS5-5ECTI0NAL OUTLINES OF AERODYNAMIC 5URFACE5 
(A.) THREE-VIEW DRAWING 
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Figure 8. - Time histories of a typical push-down and a typical 
p^al-up Aowlng stick-free dynamic longitudinal 
^ stability. Bell P-59D-1 airplane, flaps and gear 

up, e.g. at 25.1 percent M.A.C, 



■n-Ti ,1 I I 1 M i riijTnn:i. .i. i i..^Li.j u..].xl: 



The longitudinal stability and control chacacterlstics of the P-59D-I airplane 
as measured in straight flight. Maximum level flight speed condition: 
rated power {2600 rpm, 37,2 In, Hg at 10, OCX) feet), forces trimmed to zero 
at maximum level flight speed, flaps and gear up. 




Figure 10. " Tho longitudinal stability and control characteristics of the P-59D-1 airplane : 
as measured in straight flight. Climbing conditions: rated power (260O 
rpm, 57.2 in. Hg at 10,000 feet), forces trimmed to zero at approximate 
speed for best climb, flaps and gear up* 
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The longitudinal stability andcontrol characteristics of the P-59D-1 airplane 
as measured in straight flight* Cruising condition: 75 percent rated 
power (2300 rpm, 3I in, Hg at 10,000 feet), forces trimmed to zero at speed 
for level flight, flapsand gear up. 



Hgure 12. - The longitudinal stability and control characteristics of the P-29D-I airplane 
as measured In straight flight. Cruising maximum range condition: power 
for maximum range (1600 rpm, 26 in, Hg at $000 feet), forces trimmed to 
zero at speed for level flight, flaps and gear up. 
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13, - The longit^idlnal stability und control characteristics ox' the P-^9D-1 airplane \ 
as measured in straight flight. Gliding condition; engine idling, forces ' 
trinuned to zero with rated po.ver at r-iaxlmum level-flight speed, flaps and 



gear up. 
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Figure ik* - The longitudinal atatilllty and control characteristics of the P-39P-I airplane * : 
as measured In straight flight. Landing approach condition; power for r*-^ 
level flight at Vj^ = IJO miles per hour, forces trimmed to zero at = : -'j 

1?Q m iles per hour^ flaps and gear down* ■ . , ^ i 
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The longitudinal stability and control characterlatlce of the P-59D-1 
airplane as Measured In straight flight. Landing condition: engine 
idling, forces trimmed to zero at = IJO miles per hour, flaps and 
^ear dom. 




yi^ure 17. - Plots showing the stick-fixed and stick-free neutral points 
the var-lous airplane conditions tested. 




Figure 19« - Change In elerator control force as a function of' 
^ ■ ^ change In nomal acceleration as measured In 

|Cr~^' approximately constant acceleration turns at 

S3 I I I approximately 10,000 feet altitude. P-59D-I 
airplane. 
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i W-gure 26- - Sideslip characteristics at indicated airspeed of 155 the 
parted TJ.ower^ co^^l-ti9?»,-_^^*l.L.^r52P"^ '^^^pV^®' _^ 
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Figure 28. - Sideslip chmracteristlcs at Indicated airspeed of 255 mph In 
the rated-power, clean condition. Bell P-59IVI airplane. 
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-f Figure 29, - Sideslip characteristics «t Indicated airspeed of 330 mph tn 
the rated power, clean condition. Bell P-59I^1 airplane. 





Plgure JO, - Sideslip characteristics at indicated airspeed of 110 mph In the 
power-off, clean condition. Bell P-39D-1 airplane. 
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Figure $1. - Sideslip characteristics at indicated airspeed of I50 mph in the 
power-off, clean condition. Bell P-59I>-1 airplane. 
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- — L_ Figure 32, - Sideslip characteristics at indicated airspeed of 203 ^^ph In 
__ _ the power-off, clean condition. Bell P-39D-I airplane. 




Figure 55. - Sideslip characteristics at Indicated airspeed of II5 mph in 
the rated-power, landing condition. Bell P-59D-I airplane. 




Figure - Sideslip characte-istica at indicated airspeed of I40 .nph in 

the rated-power, landing condition. Bell P-59D-I airplane. 



IliMMlTTEE FOR AEIIOmutlCt 




Figure 57, - Swnirtitry oi slcLesllp ciiaracterlatlca showing variation of lateral and 
directional stability with indic2.te(f. airspeed as Trea=!\3rftd at 
blwfcijllp an^jles c^orreaFonaint, to zero ar^le of bank. 
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Figure 52, - Time history- of staill from straight llight made with Beil P-59D-I airplane 
In cruising maximum I'ange configuration. Controls fixed at Initial 
stall break. Note absence of stall warning- sequence of rolling and 
pitching motion after stall break topical, Note tendency of 
ailerons to float with roll. 




; Figure 53, - Time history of stall from straight flight made with Bell P-39D-I 

airplane In the gliding configuration* fludder was used In attempting 
I to maintain laterally IstsI attitude aa elevatcr was further 

raised. Note extreme amplitudes of rolling and yawing oscillations. 




Time history of stalled turn nade with Bell P-59D-I airplane 
in clean condition with rated power. Note lack of stall 
warning. Not© adverse floating tendency of ailerons at 
17-1/2 and 28 seconds. Note t-emoorfiry recovery resulting 
from atipll cation of down elevator at 21_3econd3^ 




Figure 55. - 



Variation of stick forcea required to moto eontrolt j 
alowl7 aa measured uxider static no-load conditions at [ 
temi>erature of approximately 70^. Bell 
airplane (A.A.P. Ho, l^-ZByiQ)* 



